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Disclosure  to  Promote  the  Right  To  Information 

Whereas  the  Parliament  of  India  has  set  out  to  provide  a  practical  regime  of  right  to 
information  for  citizens  to  secure  access  to  information  under  the  control  of  public  authorities, 
in  order  to  promote  transparency  and  accountability  in  the  working  of  every  public  authority, 
and  whereas  the  attached  publication  of  the  Bureau  of  Indian  Standards  is  of  particular  interest 
to  the  public,  particularly  disadvantaged  communities  and  those  engaged  in  the  pursuit  of 
education  and  knowledge,  the  attached  public  safety  standard  is  made  available  to  promote  the 
timely  dissemination  of  this  information  in  an  accurate  manner  to  the  public. 


Mazdoor  Kisan  Shakti  Sangathan 
"The  Right  to  Information,  The  Right  to  Live'' 


IS  14783-2  (2000)  :  Textiles  Machinery  and  Accessories  - 
Cylindrical  Sliver  Cans,  Part  2:  Main  Dimensions  [TXD  14: 
Machinery  for  Fabric  Manufacture] 


Jawaharlal  Nehru 
'Step  Out  From  the  Old  to  the  New" 


aj^&vi  iJii^s:y%K^  isb^^ni^seg 


:<>5&i|  mT'5K^5?::5:^>^i»l 


K^^^iXSVCd^ 


Satyanarayan  Gangaram  Pitroda 
Invent  a  New  India  Using  Knowledge 


Bhartrhari — Nitisatakam 
''Knowledge  is  such  a  treasure  which  cannot  be  stolen" 


^'^^^r 


k 


BLANK  PAGE 


^*-^^^ 


PROTECTED  BY  COPYRIGHT 


IS  14783  (Part  2)  :  2000 
ISO  93-1:1998 

[Superseding  IS  7875  (Part  1) :  1984,  IS  7875  (Part  2) :  1987, 

IS  7875  (Part  3) :  1987,  IS  7875  (Part  4) :  1983  and 

IS  7875  (Part  5) :  1985] 

Indian  Standard 

TEXTILES  MACHINERY  AND  ACCESSORIES  — 
CYLINDRICAL  SLIVER  CANS 

PART  2  MAIN  DIMENSIONS 


ICS  59.120.10 


©  BIS  2000 

BUREAU    OF    INDIAN    STANDARDS 

MANAK  BHAVAN,  9  BAHADUR  SHAH  ZAFAR  MARG 
NEW  DELHI  110002 

April  2000  Price  Group  3 


Spinning  Preparatory.  Spinning  and  Doubling  (Twisting)  Macliinery  Sectional  Committee,  TX  15 


NATIONAL  FOREWORD 

This  Indian  Standard  (Part  2)  which  is  identical  with  ISO  93-1  :  1998  Textile  machinery  and  accessories 
—  Cylindrical  sliver  dans  —  Part  1  :  Main  dimensions'  issued  by  the  International  Organization  for 
Standardization  (ISO)  was  adopted  by  the  Bureau  of  Indian  Standards  on  the  recommendation  of  the 
Spinning  Preparatory,  Spinning  and  Doubling  (Twisting)  Machinery  Sectional  Committee  and  approval 
of  the  Textile  Division  Council. 

This  standard  (Part  2)  covers  main  dimensions  of  cylindrical  sliver  cans  with  and  without  castors. 
Parts  1  and  3  of  the  standard  cover  specific  requirements  for  cylindrical  sliver  cans  made  of 
vulcanized  fibre,  aluminium  alloy  and  high  density  polyethylene  and  requirements  for  spring  bottoms 
for  cylindrical  sliver  cans  respectively.  Accordingly,  this  standard  supersedes  the  following  Indian 
Standards: 

IS     7875     (Part  1  ):1 984     Sliver  cans  used  in  textile  mills  —  General  requirements  {first  revision) 

IS     7875     (Part  2):1 987     Sliver  cans  used  in  textile  mills  —  Vulcanized  fibre  sliver  cans 

{first  revision) 

IS     7875     (Part  3):1 987     Sliver  cans  used  in  textile  mills  —  Aluminium  alloy  sliver  cans 

{first  revision) 

IS     7875     (Part  4):1 983     Sliver  cans  used  in  textile  mills  —  High  density  polyethylene 

sliver  cans 

IS     7875     (Part  5):1985     Sliver  cans  used  in  textile  mills  —  Sliver  cans  with  castors 

The  text  of  ISO  Standard  has  been  approved  as  suitable  for  publication  as  Indian  Standard  without 
deviations.  Certain  conventions  are,  however,  not  identical  to  those  used  in  Indian  Standards. 
Attention  is  particularly  drawn  to  the  following: 

a)  Wherever  the  words  'International  Standard'  appear  referring  to  this  standard,  they  should  be 
read  as  'Indian  Standard'. 

b)  Comma  (,)  has  been  used  as  a  decimal  marker  in  the  International  Standard,  while  in  Indian 
Standards,  the  current  practice  is  to  use  a  point  (.)  as  the  decimal  marker. 
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1   Scope 

This  part  of  ISO  93  specifies  the  main  dimensions  of  cylindrical  sliver  cans. 


2  Sliver  cans  without  castors 
2.1   Symbols 

d    ~  inside  diameter 

d^  =  outside  diameter  at  base,  d^  ~d+A5  mm 

c?2  ==  diameter  of  recess,  d2-d-^S  mm 

h    -  overall  height 

h^  =  height  of  recess 
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Dimensions  and  tolerances  in  millimetres 
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Figure  1  -—  Flat  base  can 
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Dimensions  and  tolerances  in  millimetres 


Figure  2  —  Inverted  base  can 
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2.2  Main  dimensions 


Table  1  —  Dimensions  of  sliver  cans  without  castors 

Dimensions  in  millimetres 


d 

h 

300 
350 
400 

450 
500 
600 
700 

900 

300 
350 
400 
450 
500 
600 
700 

1000 

400 
450 
500 
600 
700 

1100 

450 

500 

600 

700* 

1200*> 

a  Diameters  in  excess  of  700  mm  to  be 
in  increments  of  100  mm, 

^  Heights  in  excess  of  1 200  mm  to  be  in 
increments  of  100  mm. 

3  Sliver  cans  with  castors 
3.1   Symbols 


d  = 
d,  = 

h    = 


inside  diameter 

outside  diameter  at  base,  e/^=  rf+15  mm 

inside  diameter  of  recess,  d2=d-^5  mm 

turning  circle  of  castors 

overall  height  with  castors 
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Dimensions  and  tolensinces  in  millimetres. 


NOTE        This  figure  shows  a  can  with  three  castors,  but  cans  may  be  fitted  with  four  castors,  particulariy  for  inside  diameters 
above  700  mm. 


Figure  3  —  Sliver  can  with  castors 
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3.2  Main  dimensions 


Table  2  —  Dimensions  of  sliver  cans  with  castors 

Dimensions  in  minimetres 


d 

h 

d3 

400 
450 
500 
600 

900 

280 
330 
380 
480 

400 
450 
500 
600 
700 
800 
900 

1000 

280 
330 
380 
480 
540 
640 
740 

450 
500 
600 
700 
800 
900 
1000 

1100 

330 
380 
480 
540 
640 
740 
840 

450 
500 
600 
700 
800 
900 
1000« 

1200" 

330 
380 
480 
540 
640 
740 
840 

■  Diameters  in  excess  of  1 000  mm  to  be  In  Increments  of 
200  mm. 

''  l-leights  In  excess  of  1 200  mm  to  be  in  increment  of 
100  mm. 

4  Designation 

Example  of  designation  of  a  sliver  can  without  castors,  corresponding  to  figure  2,  with  inside  diameter  t/ =  600  mm 
and  overall  height  /i  =  1 200  mm: 

Can  without  castors  ISO  93-1 ,  fig.  2  -  600  x  1 200 

Example  of  designation  of  a  sliver  can  with  three  castors,  with  inside  diameter  d  «  600  mm  and  overall  height 
/i  =  1 200  mm: 


Can  with  3  castors  ISO  93-1  -  600  x  1 200 


Bureau  of  Indian  Standards 

BIS  is  a  statutory  institution  established  imder  the  Bureau  of  Indian  Standards  Act,  1986  to  promote 
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Review  of  Indian  Standards 

Amendments  are  issued  to  standards  as  the  need  arises  on  the  basis  of  comments.  Standards  are  also  reviewed 
periodically;  a  standard  along  with  amendments  is  reaffirmed  when  such  review  indicates  that  no  changes  are 
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